INSTALL/REMOVE USB DRIVER
1.1. USB drivers setup

This procedure is applicable to operating systems starting from Windows® XP.

For Windows 98, ME and 2000 operating systems, please revert to “Installation Guide of USB drivers
for Windows 98, ME and 2000 operating systems " in the PDF folder of the software package.
WARNING:

1) WITH OPERATING SYSTEMS STARTING FROM WINDOWS 7 IT IS NECESSARY TO
RESTART THE PC DISABLING THE DRIVERS SIGNATURE REQUEST.

2) WITH 64-bit OPERATING SYSTEMS, EVEN AFTER INSTALLATION IT IS NECESSARY
TO DISABLE THE DRIVERS SIGNATURE REQUEST EVERY TIME THE PC IS RE-
STARTED.

See the installation note in the PDF folder of the software package to disable the drivers signature
request.
Proceed as follows:

1. Do not connect the instrument to the USB port until it is requested to.

2. Right click with the mouse on the file “Autorun.exe"” of the software package and select
“Run as administrator”.

3. By the starting window of the software, click on "Install USB Drivers".

4. The Windows Explorer window opens:
e For Windows XP systems, run “Setup.exe ” with a double click of the mouse.
e For operating systems starting from Windows Vista, click with the right key of your
mouse on “Setup.exe ” file and select “Run as administrator"”.
5. The program verifies the presence of the drivers inside the PC:
o If they are not present, the installation is processed.

o If they have already been installed, by using this command you can proceed with their
removal (please see the following chapter).



6. When you see the following window, press NEXT:
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Welcome to the TUSB3410 Driver
Installer Setup Wizard

{j‘ Texas Instruments

This wizard will guide vou through the installation of
TUSE3410 Driver Installer.

. It is recommended that vou close all other applications

before skarting Setup, This will make it possible ko update
relevant system files without having to reboot your
camputer,

Click Mext to continue,

Mext = ] l Cancel

7. The installation programme shows you the software licence agreement: in order to pro-
ceed, accept the terms of use and press NEXT:
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{37 TUSB3410 Driver Installer .7.2.0 Setup

Licenze Agreement
Please review the license terms before instaling TIUSE3410 Driver
Installer.

Press Page Down ko see the rest of the agreement.,

TUSB3410 VCP Driver Software License Agreement -
MWersion 1 as of 27 March 2008)

Important - Please read the following license agreement carefully.
This is a legally binding agreement. After you read this license
agreement, you will be asked whether you accept and agree to the
terms of this license agreement. Do not click “l have read and -

If wou accept the terms of the agreement, select the first option below, You must accept the
agreement to install TUSB3410 Driver Installer, Click Next to continue,

@) I accept the terms of the License Agreement
' I do not accept the terms of the License Agreement

< Back ” Mext = ] I Cancel




8. The folder where drivers will be installed is indicated in the installation window. Select IN-
STALL without making changes.
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Choosze Install Location i
Choose the Folder in which ko install TIISE34 10 Driver Installer,

Please select vour installation directory:

Destination Folder

Browse..,

Space required: 0.0KB
Space available: 35.1GE

I < Back ” Install ] I Cancel |

9. Wait for the program to install the files. At the end you get the windows that confirms the
correct installation of the drivers:
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Completing the TUSB3410 Driver
Setup Wizard

‘j‘ Texas Instruments

TUSE3410 Driver has been installed on your computer,

Click Finish ko close this wizard

< Back Finish Cancel

10. Press FINISH to close the installation program.

11. You will see a message that invites you to connect the instrument to the USB port: press
OK and close the software Delta OHM by using EXIT.

12. Connect the instrument to the USB port and switch it on: when Windows recog-
nizes the new device, a message appears in the lower right side of the screen indicating
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that a new hardware has been found and the device driver installation is started. Wait for
the message confirming that the "TUSB3410" device driver installation has been com-
pleted.

13. The driver installation operation is now finished: at any further connection the instrument
will be automatically recognized.

1.2. Notes

Note 1. If the instrument is connected to the USB port before the installation of the driver:
¢ In Windows XP systems, “New hardware installation wizard” window appears.

¢ In the systems starting from Windows Vista an installation error appears in the “Device Man-
ager”.

In any case, cancel the operation, disconnect the instrument and follow the procedure from the
beginning of this guide.

Note 2. If you downloaded the drivers from Delta Ohm web-site:
a. unzip “Driver_USB_TUSB3410.zip" file in a temporary folder of your PC.
b. For Windows XP systems, run “Setup.exe” with a double click of the mouse.

For operating systems starting from Windows Vista, click with the right key of your mouse on
“Setup.exe” file and select “Run as administrator".

C. Proceed from point 5 of paragraph 1.1.



1.3. How to verify the correct driver setup

In order to verify if all the operation has been carried out correctly, open the “Device
Manager” section of the Control Panel of the PC.

Connect the instrument to the USB port.
You should see "Ports (COM e LPT) >> TUSB3410 Device (COM#)” .
The # value is the number assigned to the virtual serial port.
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When the USB cable is disconnected, this display disappears and appears again as soon as you re-
connect the cable again.

2.1. USB drivers removal

In order to remove the USB driver from you system, proceed as follows:
1. Disconnect the instrument from your PC.

2. Open the “Add or Remove Programs” or “Programs and Features” section of the Control Panel
of the PC.

3. From the list, select “TUSB3410" and press “Change/Uninstall”.

4. The programme asks if you want to remove the drivers. Confirm by OK so to proceed to
uninstall the drivers.

5. Wait for the drivers to be removed.
6. The removal of the USB drivers is finished.



